Sufficiently high voltage applied between two metal electrodes, even in ultra high vacuum conditions, results in an inevitable discharge that lights up the entire gap, opening a conductive channel through the vacuum and parasitically consuming large amounts of energy. Despite many efforts to understand the processes that lead to this phenomenon, known as vacuum arc, there is still no consensus regarding the role of each electrode in the evolution of such a momentous process as lightning. employing a high-speed camera, we capture the entire lightning process step-by-step with a nanosecond resolution and find which of the two electrodes holds the main responsibility for igniting the arc. The light that gradually expands from the positively charged electrode (anode), often is assumed to play the main role in the formation of a vacuum arc. However, both the nanosecond-resolution images of vacuum arc evolution and the corresponding theoretical calculations agree that the conductive channel between the electrodes is built in the form of cathodic plasma long before any significant activity develops in the anode. We show evidently that the anode illumination is weaker and plays a minor role in igniting and maintaining the conductive channel.
Electrical breakdowns in general and vacuum electrical breakdowns, in particular, regain their important role in the development of modern technologies. The increasing usage of electric power in different environments inevitably leads to failure of surfaces facing electric fields. In vacuum, even high or ultra-high, the electric breakdowns appear in the form of vacuum arcs. The latter in various cases are controllable and serve various technological advances, like ion sources 1 and physical vapour deposition 2 . However, in most cases the vacuum arcs occur undesirably in an uncontrollable manner, causing problems in various vacuum devices such as fusion reactors 3, 4 , vacuum interrupters 5 , satellite systems 6, 7 , X-ray tubes 8 and large particle accelerators. Vacuum arcs are particularly detrimental for high precision devices that are built to employ high electric and electromagnetic fields. Amongst these are multi-kilometre devices such as powerful particle colliders 9, 10 or tiny micro-or nano-electromechanical system (MEMS or NEMS) and capacitors 11, 12 . For instance, micro-fabricated devices such as nano electro-spray thruster arrays for spacecraft are built to withstand large electric fields between electrodes. However, if an arc occurs, the entire chip is destroyed 13 . Recently, particular attention obtained technologies that employ high accelerating field gradients for high energy physics 10 , free electron lasers 14 or medical hadron accelerators for cancer treatment purposes 15 . Some of these devices are designed to operate with fields up to hundreds of MV/m 10 , which cause intolerably high frequency of vacuum breakdowns. This, in turn, increases wasteful power consumption, reduces the final luminosity of accelerated particles and overall destabilizes the performance of the device 10 . Vacuum arcs have been under close attention of researchers since the early 1950s. In spite of many empirical attempts to describe and quantify the phenomenon 2, 8, [16] [17] [18] [19] , there is still no consensus on what are the physical processes that lead to its ignition. The most common hypothesis is that a vacuum arc starts from micro-protrusions that exist due to different reasons on the metal surface and locally enhance the applied electric field. If the local field reaches a critical value (about 10 10 V/m) 16, 20, 21 , an intense and increasing field emission current appears. The latter initiates violent physical processes that within a few ns form a plasma that is able to conduct very high 1 www.nature.com/scientificreports www.nature.com/scientificreports/ current densities at very small voltage 22, 23 , thus rendering the gap conductive. The high current flowing from the anode to the cathode is accompanied by intermittent light emission from the gap 24, 25 . Several mechanisms have been proposed to explain the formation of plasma in such high voltage conditions. Some of them attribute the arc initiation to physical processes appearing in the cathode, while others to ones in the anode side. For example, Charbonnier et al. 17 suggest that whether an arc is anode-initiated or cathode-initiated depends on the value of local enhancement factor β on the cathode. Others, make this distinction based on the time delay between the application of a pulse and the occurrence of an arc 26, 27 . Slade 5 proposed to use the gap length as a criterion to consider a vacuum arc to be cathode-or anode-dominated. According to the last suggestion, in a short gap electrode systems, the cathode plays a dominant role in initiating breakdowns, while in contrast, for larger gaps, greater than 2 mm, the anode effect takes over the cathode and the processes developed near the electrode with the higher electric potential determine the evolution of the vacuum arc.
Meanwhile, other proposed mechanisms attribute the dominant role for the initiation of a vacuum arc to cathodic processes. Mesyats et al. 19, 26, [28] [29] [30] [31] have proposed explosive electron emission mechanism (known as the "ecton" model) on the cathode electrode, which leads to plasma formation. Timko et al. 22, 23 reported Particle-In-Cell plasma (PIC) simulations showing that plasma can gradually build up from intensively emitting cathodes due to positive feedback ion bombardment, if a minimum initial neutral evaporation rate is assumed. A possible origin for the latter was recently given by Kyritsakis et al. 32 , who performed multi-scale atomistic simulations and reported a thermal runaway mechanism on cathodic metal nano-tips. All the above proposed mechanisms, along with various experimental studies 16, 20, 33 , attribute the vacuum arc ignition to processes in the cathode and consider the processes near the anode negligible. In general, the scientific community has not reached a consensus about the role of each electrode on the vacuum arc ignition.
In the present work we follow the development of a vacuum arc with a nanosecond resolution, for gap lengths varying from 0.5 mm to 5 mm. We observe the evolution of the light emission in the gap by an ultra-fast camera, while recording the gap current and voltage simultaneously. Our experiments in combination with theoretical calculations we conducted, reveal that regardless the gap length, the vacuum arc is always ignited on the cathode side, within a few ns after the field in its vicinity reaches a critical value.
Results
phases of development of a vacuum arc. The geometry of our experiments allowed for a clear distinction between the cathode (thin tip) and the anode (flat surface). The electrodes were installed in a high-vacuum chamber with a vacuum level of 2.5 × 10 −4 Pa, placed at a distance of a few mm from one another. This distance, or the gap length d g , was varied from 0.5 to 5 mm in different experiments. A pulsed high voltage source with a pulse width Δt V = 1 − 5 μs was connected to the cathode and provided up to V max = −40 kV, which was sufficiently high to ensure the appearance of an arc in every single pulse. Figure 1 shows typical waveforms of the voltage and current recorded during a breakdown event for the set-up with d g = 5 mm and Δt V = 1μs (see the inset of Fig. 1 for the geometry of the set-up). The abscissa, the left ordinate and the right ordinate show time, gap voltage and gap current, respectively. In Fig. 1 , we identify four main phases of development of a vacuum arc. Phase P0, the charging phase, starts when the pulse is applied from the voltage source (t s ). During P0, the gap capacitor along with parasitic capacitances of the system (a small initial peak in the current waveform) are being charged and the gap voltage starts rising. P0 ends at t = t 0 , when the current starts rapidly rising up. t 0 is also defined as the origin the time axis in our experiments. During the next phase Figure 1 . Typical waveforms of the voltage and the current during a vacuum breakdown event registered in the tip-to-plane geometry of the copper electrodes with a gap length of 5 mm and a voltage pulse width of 1 μs. The geometry of the electrodes is shown in the inset. P0-P3 denote different phases of the arc development, t s , t 0 , t VP and t V0 denote the instances when the system started to charge, the current started to rise, the voltage reached its maximum value and the voltage dropped to zero, respectively.
www.nature.com/scientificreports www.nature.com/scientificreports/ P1, the current rises up to I max = 80 A. We note that the voltage continues growing for a short time until t VP ; only after this point it drops to a near-zero value, when the current reaches I max . However, we associate the initial point of the vacuum arc with t 0 and not with t VP , since the voltage is expected to keep growing after the current through the gap has appeared. At this initial stage of the arc, the current is not sufficient to consume the voltage over the gap yet. This expectation is corroborated by Simulink 34 simulations performed for the same circuit and conditions as used in the experiment (see Supplementary Material Section S1 for the details. ) We also note that the drop of the voltage to a near-zero value and the current rise to I max are completed at approximately the same moment, which we define as t V0 and associate with the start of the next phase of the steady arc P2, that lasts until the end of the pulse. The last phase P3 is the discharge decay, during which the voltage and current through the gap drop to zero, completing the vacuum arc process. We have confirmed the existence of all four phases of the vacuum arc for different voltage pulse widths Δt V = 1 − 5 μs. The corresponding comparison is given in the Supplementary Material (S3), where we show that longer Δt V only increased the duration of the steady arc phase P2, while the phases P0, P1 and P3, which define the dynamics of arc evolution, are identical and independent of the pulse duration.
Dependence of the waveforms on the gap length. Since the gap length has been suggested to affect the role of the electrodes in the process of vacuum arcing 5 , we performed a series of experiments, where we fixed all the experimental parameters except for d g , varying it from 0.5 mm to 5 mm. These results are shown in Fig. 2 .
As we observe in this figure, both current ( Fig. 2a) and voltage ( Fig. 2b) waveforms are affected by the change of d g . The shorter this parameter is, the further t 0 shifts towards earlier times decreasing the duration of phase P0. On the other hand, for longer d g the current rise phase (P1) lasts longer. We analysed these variations and the www.nature.com/scientificreports www.nature.com/scientificreports/ results are presented in Fig. 3(a) . Here the points show the duration of P0 and P1 phases averaged over 50 independent measurements. The corresponding error bars show the standard deviation from the mean value. As one can see, the increase of the duration of phase P1 is significant with the increase of d g , while the initial point of the vacuum arc t 0 is much less dependent on the size of the gap between the electrodes.
In Fig. 3b , the breakdown voltage, i.e. the voltage at t 0 , is shown to decrease systematically with increasing gap length. This clearly indicates that the arc ignites when the local electric field at the apex of the cathode needle reaches a certain critical value. To minimize the impact of surface conditioning on the breakdown voltage, the measurements shown in Fig. 3b are taken after at least 1000 breakdown events on the same electrodes. We calculated the electric field distribution around the apex of the cathode using the finite element method (see the method section) and found that for all d g , the maximum electric field at t 0 is 160 ± 30 MV/m, which is in surprisingly good agreement with the breakdown fields measurements for flat Cu electrodes 20, 35 . Based on our experiments, we conclude that the increase of the gap length has affected the duration of the identified phases of vacuum arc evolution, however, it did not affect the process of vacuum arcing dramatically, which would have indicated the switch of leading roles of electrodes in this process.
observation of the vacuum arc development with nanosecond resolution. We observed the vacuum arcs through a glass window by an intensified charge-coupled device camera (ICCD, Andor DH334T-18U-04). The electronic gate control of the ICCD allows an exposure time t w down to 2 ns. However, the physical limitation of the device allows five snapshots per second at maximum. Since the pulse width is only a few μs, we were able to obtain only one shot per pulse.
To reproduce the entire evolution of a vacuum arc with a nanosecond resolution, we repeated the experiment numerous times, gradually delaying the moment when the ICCD shot was taken by an interval Δt ns with respect to the breakdown time t 0 (see the method Section for details). The repeatability of the experiments is verified and shown in the Supplementary Material (S2).
In Fig. 4 , we show the full evolution of the light emitted during a vacuum arc for a gap distance d g = 5 mm and a pulse length of 5 μs. Inspecting the frames in Fig. 4 , we see that a vacuum arc has three major stages with respect to the light emission recorded by the ICCD camera. During the first stage, which lasts 250 ns (first five frames in Fig. 4 ), light is emitted from the tip of the cathode and the anode is dark. Also during this stage, the intensity of the light emitted at the cathode gradually increases. At 250 ns, the anode begins to radiate and the discharge enters the second stage, characterized by the glow of both electrodes. During this stage, the anodic glow gradually expands, until it covers the whole gap at 2000 ns (12th frame in Fig. 4 ). Finally, during the last stage, the anodic glow starts decaying even before the end of the voltage pulse and eventually disappears from the gap. However, the cathode still glows until 6000 ns after the power supply stops completely at 5000 ns. After that, the ICCD did not record any radiation from the gap.
In short, based on the analysis of light imaging, we define the three main stages of the vacuum arc development. These are the cathode-radiance stage, the anode light expansion stage and, finally, the anode light decaying stage.
The time-resolved light emission during the vacuum arcs with gap lengths of 3 mm and 1 mm can be found in the Supplementary Material (S6). For different gap lengths we see similar behaviour to the one presented in Fig. 4 , yet with significant differences in the duration of each stage. The ending points of the three stages are summarized in Table 1 for all four gap lengths. The last column of Table 1 contains the duration of the current rising phase P1, for comparison purposes. We remind that the end of P1 corresponds to the time when the voltage collapses close to zero and a conductive channel has been formed in the gap.
Three important observations emerge from the results of Fig. 4 and Table 1 . Firstly, the cathodic radiance appears instantly after the breakdown takes place and the current starts rising. A significant part of the current rise phase P1 coincides with the stage of the cathode radiance. The stage of anode light expansion begins rather www.nature.com/scientificreports www.nature.com/scientificreports/ late during phase P1 (compare the second and last columns in Table 1 ), i.e. when the gap current is already quite high and the voltage has started collapsing. Secondly, the second stage extends far into phase P2 and the moment when the whole gap is bridged by light appears significantly later than the voltage collapse and the formation of a full conductive path in the gap. Finally, the duration of the two first stages of cathode radiance and anode light expansion depends strongly on the gap length.
Analysis of the cathode and anode light emissions. The strong flashes of light, which we observe on the snapshots obtained during the vacuum arc (Fig. 4) , do not provide exact information on the intensity of this light. To estimate the contribution of each electrode to the glow in the gap, we analyse the intensity of the light emission as follows.
We first zoom in the camera to focus in the cathode region and set its exposure time to 7 μs in order to capture the whole discharge process; Fig. 5(a) demonstrates a typical snapshot of such an exposure. We see that the light source appears as an extremely focused spherical spot with a maximum intensity at its center that is more than two orders of magnitude higher than the intensity of the surrounding light. The total integrated intensity of this light obtained in the experiments with different d g and Δt V did not show dependence on the gap length, but increased linearly with increasing Δt V (see the Supplementary Material S4 for details). Furthermore, the full-width-half-maximum (FWHM) range of the peak (i.e. the cathode spot size) is also constant at about 0.1 mm for all gap distances. Such a consistency of observations indicates that the cathode spot light intensity distribution is stable and constant throughout the whole arc process, regardless the gap length or the pulse duration.
Zooming out the camera we were able to capture the total intensity of the light emitted during the arc in the whole gap. Comparing the intensities of the light emitted at the anode and the cathode, we can examine the contributions of both light sources to deduce a conclusion on which electrode has the leading role in the vacuum arc process. In Fig. 5(b) we plot the normalized intensity distributions (integrated over the lateral directions) along the gap for various gap lengths d g . Since we found that the maximum cathode light intensity is independent of d g , we used it as a reference. Hence, all the curves in Fig. 5(b) are normalized by the peak values of the light intensity www.nature.com/scientificreports www.nature.com/scientificreports/ at the cathode. We clearly see that the light intensity at the cathode peak is significantly higher than that at the anode, since both the intensity and the duration of the cathodic glow are significantly higher and longer than those of the anodic one. The peak corresponding to the anodic glow, however, is growing with increasing d g . It is clear that the anode light appears as a secondary effect caused by the events developed at the cathode.
The fact that the anodic glow begins after the electron current through the gap has risen almost to its maximum value, indicates that the glow at the anode appears as a result of the surface heating by the electron current. This scenario is also in line with the fact that the energy available to heat the anode increases with the gap length, since both the duration of phase P1 (current rise) is longer and the breakdown voltage at t 0 is higher.
The above hypothesis regarding the nature of the anodic glow can be confirmed experimentally by examining the response of the anodic glow to the application of a magnetic field perpendicular to the gap current flow. For this purpose, we used a different triple-tip configuration of the electrodes. A single-tip cathode was placed in the middle of the double-tip anode. The perpendicular distance from the top of the cathode tip to the tops of the anode tips was d g = 3 mm, and the voltage pulse width was Δt V = 1 μs. Figure 6 shows the photographs of the discharges between the electrodes with a magnetic field B = 280 mT applied either outwards (Fig. 6a) or inwards ( Fig. 6b) with respect to the plane of the figure. www.nature.com/scientificreports www.nature.com/scientificreports/ The evolution of the vacuum arc in this experimental configuration was similar to the one we observed for the simple flat plate anode without magnetic field. However, as can be seen in Fig. 6 , the direction of the field systematically determined where the anodic glow appeared: right when the field is outwards (Fig. 6a) , and left when it is inwards (Fig. 6b) . This is consistent with the deflection of negatively charged particles flowing from the cathode to the anode. This observation confirms that the anodic glow is initiated by electrons impacting at the anode surface and heating it. The heated anode starts emitting vapour, which interacts with the incoming electrons, producing the glow that expands from the anode surface.
Analysis of the anodic glow.
In the previous sections, we suggested that the anodic glow may start due to the impact of the electrons emitted from the cathode spot. Here we shall corroborate this explanation by comparing the surface damage of the cathode and anode surfaces and estimating the temperature evolution of the anode.
In order to assess the degree of surface damage corresponding to the cathodic and anodic glow, we conducted SEM (Scanning Electron Microscope) tests on the cathode and anode surface both before and after electrical discharges. was used. Figure 7 shows the corresponding images obtained from a Hitachi S-3000N SEM, for a 3 mm gap. We observe clear melting on the cathode surface, while the anode does not show any indications of a melting process. Many microscopic features found before the breakdown (see, for instance, red circle in Fig. 7c ) are still present after the experiment (Fig. 7d) . On the contrary, the surface of the cathode is heavily damaged, appearing as a solidified liquid (compare Fig. 7a,b , damaged regions are indicated by arrows in Fig. 7b ). The damage of the cathode surface suggests that the corresponding intense glow can be explained by the presence of a fully-developed arc plasma 36, 37 , while the nearly unchanged anode surface needs to be examined further by estimating its temperature.
To this end, we solved numerically the one-dimensional time-dependent heat diffusion equation for a flat copper plate, as described in the method section. Knowing both waveforms of the voltage over the gap and the current through the gap, we can estimate the heating power deposited by the electrons arriving at the surface of the anode (see the method section for details). This estimation is done under the assumption that during the cathode-radiance stage of the arc (before the anode starts glowing), the electrons are freely accelerated by the gap voltage and deposit all their energy on the anode plate.
In Fig. 8 we plot the evolution of the calculated surface temperature of the anode plate and the vapour pressure corresponding to this temperature, during the cathode-radiance stage, for three typical experiments at gap lengths d g = 1, 3 and 5 mm. We see that the temperatures reach the melting temperature of Cu (1356 K) for all gap distances, with the corresponding vapour pressure exceeding 0.1 Pa. Such a pressure corresponds to neutral atom . The electrons colliding with these neutral atoms may cause the expanding glow that appears near the anode.
Furthermore, the vapour pressure reaches this range in a different time scale for each gap length (at 40, 100 and 230 ns for d g = 1, 3, 5 mm correspondingly). These time scales are in agreement with the times that the anodic glow appears (see Fig. 5 and Figs S7, S8 of the Supplementary Material), i.e. the duration of cathode-radiance stage (see Table 1 ). The latter increases for increasing gap distance, because the electron beam spreads broader reducing the deposited heat per unit area. This means that with increase of the gap length the anode needs longer time to be heated to the temperature sufficient for intensive evaporation.
Finally, although the electron-deposited heat is sufficient to melt the anode surface for all cases, the maximum depth of the molten region does not exceed 0.5 μm for all cases. Therefore, the heat does not penetrate in a depth that is sufficient to cause a noticeable melting damage, as shown in the SEM images of Fig. 7 .
Discussion
The simultaneous analysis of the measured voltage-current waveforms and the light images at a nanosecond resolution provides deep a insight into the evolution of the vacuum arc process. As we saw in the results section, the vacuum arc always ignites at the voltage resulting in a local electric field near the cathode of ~160 MV/m. At this point, a measurable electron current through the gap starts rising. Instantly after this moment, a spherical-shaped, localized and dense glow appears near the cathode tip. The latter gradually expands as the current rises towards the external-circuit-limited value of about 80 A, while the gap voltage gradually collapses. Before the voltage collapses completely, another glow appears in the anode region, slowly expanding and covering eventually the whole gap. However, shortly after the gap is bridged by light, the anodic glow starts decaying, although the arc continues burning in a stable high-current low-voltage regime. At this point, only the intense light from the cathode remains, maintaining the arc. The cathode light decays slowly after the voltage pulse stops fully.
The cathodic glow may be explained by either a strong temperature rise due to intensive electron emission, or by the development of a local vacuum arc (i.e. plasma) near the cathode. If the first scenario is true, the tip is heated to a very high temperature due to the Joule and Nottingham effects and emit light due to black body radiation. It is well known that any type of intensive electron emission (field, thermionic or mixed) is limited by the space charge effect. For very high emitted current density, the forming cloud of the emitted electrons creates a significant space charge in the vacuum above the emitting surface, that screens the applied field and thus causes a negative feedback that reduces the emission. The maximum limit of the current density that can be emitted from a cathode depends on the local surface field and the total applied voltage. This dependence is given by the Child-Langmuir law 38 . Using this law, we estimated the maximum emission current limited by the space charge for the geometry of the current experiments. After calculating the distribution of the local electric field around the cathode surface for a given voltage by the finite element method (see Methods section), we integrated over the whole cathode surface the current density obtained by the Child-Langmuir law. The details of this calculation can be found in the Supplementary Material (S5).
Comparing the experimental current waveform with the calculated space charge limit, we can verify the nature of the cathodic glow. Shortly after the beginning of the current rise phase P1 (see Fig. 1 ) and the cathodic glow stage, the measured current through the gap exceeds significantly the value limited by the space charge. (see Fig. S5 in the Supplementary Material). Furthermore, this happens long before an anodic glow begins in all experiments with different d g . This consideration allows us to conclude that the strong light emission seen at the cathode surface cannot be caused by electron emission heating phenomena, since the currents measured through the gap at the time of the strong cathodic glow are much higher than those limited by the intensively building-up space charge. Furthermore, the spherical shape and the high intensity of the cathodic glow that are independent of the gap length, also confirm that the glow is due to the full arc plasma that forms within a few ns after the local field reaches a critical value.
The anodic glow appears to be rather different by nature from the cathodic one. The response of the system to the application of a magnetic field shown in Fig. 6 indicates that the anode glow appears as a result of impacts www.nature.com/scientificreports www.nature.com/scientificreports/ of electrons on the anode surface. The electrons accelerated from the cathode deposit their energy on the anode surface. This energy can only be transformed into heat, which causes high temperatures and significant metal vapour, that gradually expands to fill the whole gap. The collisions of the vaporized neutral Cu atoms with the electron beam may cause the apparent anodic glow. In a similar experiment by Mesyats 31 , the anodic glow was also observed after the cathode had been lighted for a while. There, the authors correlate the bridging of the anode and cathode flares with a fully developed arc: the stop of current rise and the voltage drop to a level for an arc discharge. This conclusion, which implies the active role of the anode in the breakdown phenomenon, is not supported by our results, which show that the gap voltage collapses much earlier than the bridging of the gap by the anode glow (see Table 1 ). The longer gaps and lower currents we use here (1-5 mm and 80 A as opposed to 0.35 mm and 230 A used in Mesyats experiments 31 ) make the anode glow expansion and the gap bridging appear much later, revealing their dissociation from the voltage collapse and the conductive channel formation. Thus, our experiments reveal the anodic glow plays secondary role in the development of the breakdown, which has been previously considered to be of significant importance.
After the conductive channel is formed, the energy available to heat the anode decreases rapidly due to the collapse of the gap voltage. As a result, the anode material gradually cools and stops providing Cu vapour. Thus, the vapour gradually expands and diffuses away, leading to the decay of the light radiation on the anode surface and in the gap. On the contrary, the cathode radiance spot remains at the same high intensity until the end of the pulse. This scenario is consistent with our anode heat calculations, which show that the electron impact power available in the gap is sufficient to heat the anode to high temperatures, within time intervals that are in agreement with the ICCD camera measurements.
Given the above, although we do not investigate here whether the anodic glow fulfils the plasma criteria, we can conclude that in contrast to the cathodic glow, it is neither stable nor necessary to sustain the arc. It is rather a transient side-effect of the fact that the gap voltage does not collapse immediately after the arc is ignited, but has a delay time that depends on the gap length.
In summary, by conducting vacuum breakdown experiments between Cu electrodes under rectangular pulse voltages and using a high-speed ICCD camera, we reconstructed the entire vacuum arc process with nanosecond resolution. Combining these results with theoretical estimations of the electron emission characteristics, breakdown currents and anode heat evolution, we conclude:
1. The vacuum breakdown is triggered at the cathode once the surface field reaches a critical value of about 160 MV/m. Immediately after this, a localized intense radiance appears near the cathode; strong experimental and theoretical evidence shows that the latter is produced by a dense plasma that is formed at the cathode and drives the discharge allowing the gap current to grow to breakdown values. 2. A while after the breakdown initiation, another light emission starts from the anode, gradually growing to cover the whole gap. We suggest that this glow results from the electrons that escape the cathodic arc plasma and bombard the anode. Our heat diffusion calculations and the observations of the deflection of the anode glow in a magnetic field, are consistent with the correlation between the anodic glow and electrons escaping from the cathode plasma. 3. Although both the cathode and the anode contribute in the vacuum arc evolution, the role of the cathode is more crucial, since the processes developing at the cathode surface initiate the breakdown and maintain constant radiance from the cathode surface throughout the whole arc process, driving the arc in a stable manner. On the contrary, the anode is active only during a fraction of the arc process, and the anode glow covers the gap long after a full conductive channel is established.
Methods
Experimental set-up. Figure 9 (a) is the schematic diagram of the experimental set-up. Electrical discharges were triggered in a demountable stainless steel chamber that was pumped to a pressure of 2.5 × 10 −4 Pa by a turbo molecular pump. A pair of electrodes was installed in the chamber and the gap length was adjusted by a micrometer manipulator. High voltage was provided by the pulsed voltage source with the output voltage set to −40 kV and a discharge current with the maximum value of 80 A, which was determined by a 500 Ω current limiting resistor installed in the circuit. In addition, the width of the voltage pulse was also adjustable for specific purposes, between 1 μs and 5 μs. The upper and lower electrodes were connected to the high voltage terminal and the ground, respectively.
We observed the vacuum breakdowns through a glass window by an intensified charge-coupled device camera (ICCD, Andor DH334T-18U-04). This ICCD has an electronic gate control to ensure a minimum exposure time of 2 ns and offers a gate monitor signal to indicate the time instant of an observation. A high voltage probe (NorthStar PVM-7) was used to measure the voltage across the gap, which has a bandwidth of 110 MHz. The current through the circuit was measured by a Pearson current sensor (Model 6595) with a bandwidth of 200 MHz. The voltage signal, the current signal and the gate monitor signal were all recorded by a four-channel oscilloscope.
In addition, a digital delay generator (SRS DG645) controlled the sequence of the experiments, in the manner that is shown in Fig. 9(b) . After the beginning of the breakdown at t 0 , the delay generator causes a delay time Δt, after which at t 1 a signal is given to the ICCD camera shutter to open for an exposure time t w .
Finite element calculation of the field distribution. We calculated the electric field distribution around the needle by the Finite Element Method (FEM), using the open-source tools Gmsh-GetDP 39 . The schematic in Fig. 10(a) illustrates the simulated geometry, the equations and the corresponding boundary conditions. The Laplace equation is solved in the gap, with Dirichlet boundaries at the cathode and the anode. The cathode tip is simulated as a hemisphere on a cone, which is terminated by a cylinder. The radii and the aperture angle were (2019) 9:7814 | https://doi.org/10.1038/s41598-019-44191-6 www.nature.com/scientificreports www.nature.com/scientificreports/ chosen based on the geometry of the cathode tips, such as the one shown in the Scanning Electron Microscope (SEM) image in Fig. 7(a) . The total height h = 3d g is converged so that its increase does not affect the field on the conical area.
Solution of the heat diffusion equation with the finite difference method. Since the depth of the heated volume is much smaller than its lateral dimensions, we ignore the lateral heat flow and solve the heat equation in one dimension in order to obtain the heat distribution and evolution. The heat equation can be written as
v where C v is the volumetric heat capacity, κ(T) is the heat conductivity of Cu (depends on the temperature) and p(z) is the deposited heat density as a function of the material depth z. For the purposes of this work we approximate p(z) with the "continuous slowing down approximation -CSD" 40 . This means that we consider the deposited heating power density to be constant over the CSDA range z d and zero deeper than it, i.e. p(z > z d ) = 0 and p(z < z d ) = P/z d , with P being the deposited heating power per unit area. The heat conductivity of Cu is calculated by applying the Wiedemann-Franz law on the values of the Cu electric conductivity found in the literature 41, 42 and the CSDA range z d is found by the ESTAR database 40 . In order to estimate the deposited heating power P, we have to consider a certain distribution for the current density of the electron beam impinging on the anode. We assume that this roughly follows a Gaussian distribution with its width σ being estimated from the width of the anodic glow appearing in the camera images as σ = 0.3, 0.85, and 0.95 mm for d g = 1, 3, and 5 mm correspondingly. Then the peak power in the center of the beam can be found as πσ = P t V t I t ( ) ( ) ( )/(2 ) 2 , where the product V(t)I(t) gives the total power deposited on the anode by the discharge and is taken from the measured waveforms. www.nature.com/scientificreports www.nature.com/scientificreports/ With the above assumptions, we solve the equation (1) to obtain the evolution of the temperature depth profile evolution T(z, t). The equation is solved over a total depth domain of 20 μm, sampled at 512 equidistant points, with zero-heat-flux Neumann boundary conditions at the boundaries. The initial temperature is assumed to be uniform at 300 K and we used a forward-time-central-space finite difference integration scheme 43 with a time-step of 0.2 ps. When the temperature profile T(z, t) is calculated, the corresponding vapour pressure and vapour density are obtained from the surface temperature T(0, t) by interpolating tabulated temperature-pressure data [44] [45] [46] .
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